




LOREN 
• Pressed glass discs in heavy texture
• Glass is available in Clear, Vintage Green,

or Amber
• Metal finish available in Weathered Brass

or Gunmetal finish

21823 AMGM, GNWBR, TCGM, TCWBR 

A 

B 

C 

Chandelier 
B 

21826 AMGM, GNWBR, TCGM, TCWBR 
Linear Chandelier 

C 

ITEM# LAMPING DIMENSION 
21824 8 x 60W MB, lncan. i 42"L x 42"W x 9.S"H, 52.2S"OAH 

21823 6 x 60W MB, lncan. ! 32"L x 32"W x 9"H, 52.25"OAH 

21826 5 x 60W MB, lncan. ! 54"L x 14"W x 8"H, 52.25"OAH 

Finish Options: Amber glass {AM) Green glass (GN) Textured Clear glass (TC) 
w

�• 2 Gunmetal (GM) Weathered Brass (WBR) , , , • , , , , 
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ITEM# LAMPING DIMENSION 

WARREN 
• Clear cast glass panels in heavy texture 
• Dark Bronze finish
• Designed to be used with Dimmable LED

bulbs (Not Included}
• Adjustable Overall Hanging Height, 

pendants include: 36" chain, 120" of wire

21837AGDBZ 

Chandelier 
A 

A 21837 I 12 x60WCA,lncan. ! 30"L x 30"W x 32"H, 107"0AH

Finish: Artisanal glass (AG) Darkened Bronze (DBZ) 
4 





C 

D 

E 

21832AGDBZ 

Flush Mount 
C 

21833AGDBZ 

Semi-Flush Mount/Pendant 
D 

ITEM# LAMPING DIMENSION 

21832 I 2 x 60W CA, lncan. i 14.5"L x 14.5"W x 1 0"H 

21833 i 4 x 60W CA, lncan. ! 17.5"L x 17.5"W x 18"H, 56"OAH 

21839 I 1 x 60W CA, lncan. ! 7"W x 11 .5"H x 4.5"Ext.

Finish: Artisanal glass (AG) Darkened Bronze (DBZ) 

21839AGDBZ 

Wall Sconce 
E 

I 

.... 

l. t

• Pendant convertible to semi-flush

HCO Additional Info. 

5.5" G 
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A 

B 

C 

D 

31260NG 

Wall Sconce 

B 

31263NG 

Pendant 

D 

ITEM# LAMPING 

31268 2 x 60W MB, lncan. 

31260 1 x 60W MB, lncan. 

31262 2 x 60W MB, lncan. 

31263 4 x 60W CA, lncan. 

Finish: Natural Gold (NG) 

DIMENSION 

43"L x 43"W x 12"H, 53.S"OAH 

14"W x 9.S"H x 14"Ext. 

24.S"L x 24.S"W x 7"H, 52.75"OAH 

37"L x 37"W x 9"H, S0"OAH 

DENARII 
• Rough textured cast metal shades

• Natural Gold finish is antiqued to

accentuate texture in metal

• Concealed sockets are designed to

be dimmable (Bulbs Not Included)

• Adjustable Overall Hanging Height,

pendants include: 3 x 12" and 1 x 6"

Stem as well as 120" of wire 

31262NG 

Pendant 

C 

HCO Additional Info. 

0 
5" 0 

0 

0 





31222 BK, GLD 
Pendant 

A 

B 

C 

B 

ITEM# LAMPING 

31220 • 1 x 60W MB, lncan. 

31222 • 1 x 60W MB, lncan. 

31224 • 4 x 60W CA, lncan. 

31220 BK, GLD 
Wall Sconce 

A 

DIMENSION 

4"W x 13.S"H x 4"Ext. 

1 S"L x 1 S"W x 17.S"H, 54"OAH 

24"L x 24"W x 13.S"H, S0"OAH 

Finish Options: Black (BK) Gold (GLD) 

HATCHER 
• Cross-hatched etched metal drum shades 
• Available in Gold or Matte Black finish 
• Concealed sockets are designed to be 

dimmable (Bulbs Not Included)

31224 BK, GLD 
Pendant 

C 

HCO Additional Info. 

6.75" 00 

0 

0 
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A 

B 

C 

Genuine Spanish Alabaster 

18201 WADBZ, WANAB
Wall Sconce 

18200 WADBZ, WANAB 
Flush Mount/Wall Sconce 

A 

18202 WADBZ, WANAB 
Flush Mount/Wall Sconce 

C 

B 

ITEM# LAMPING DIMENSION 

18200 13W PCB LED 3000K (lnte.) i 11.75"L X 12.25"W X 4"H 

18201 lOW PCB LED 3000K (lnte.) j 9.75"W x 1 l"H x 4"Ext. 

18202 16W PCB LED 3000K (lnte.) ! 15"L x 15"W x 4.5"H 

QUARRY 
• Genuine Spanish Alabaster
• Finished in Darkened Bronze

or Natural Aged Brass 
• Integrated LED lighting 

without drivers
• CRI 90+, 3000K

• 

• Wall Mounted 

• Wall Mounted

LUMENS 
HCO CRI INIT. DEL. Additional Info. 

90+ 1100 820 Gti080 
5" 90+ 850 630 Gti080 

90+ 1360 1220 Gti08 

Finish Options: Alabaster stone (WA) Darkened Bronze (DBZ) Natural Aged rass (NAB) 
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C 

D 

E 

• 

21192CRBKNAB 

Wall Sconce 

C 

ITEM# LAMPING 

21192 24W LED 2700-4000K (lnte.) 

21193 28W LED 2700-4000K {lnte.) 

21197 27W LED 3000K (lnte.) 

21193CRBKNAB 

Wall Sconce 

D 

DIMENSION 

6"W X 24"H X 3"Ext. 

30"W x 6.5"H x 3"Ext. 

8.75"L x 8.75"W x 22.25"H 

• 

21197CRBKNAB 

Table Lamp 

E 

LUMEN$ 
HCO CRI INIT. DEL. Additional Info. 

12" 90+ 2640 1360 ••ooe•l, 
3.25" 90+ 2990 1580 ••ooe•l, 

90+ 1670 1220 e•l, 
Finish: Clear Ribbed glass (CR) Black (BK) Natural Aged Brass (NAB) 

64 









A 

B 

C 

D 

E 

10029BKNAB 

Flush Mount 

E 

ITEM# LAMPING 

10021 1 x 60W MB, lncan. 

10020 1 x 60W MB, lncan. 

10022 2 x 60W MB, lncan. 

10023 3 x 60W MB, lncan. 

10029 1 x 60W MB, lncan. 

THELONIOUS 
• Metal Dome shades in Matte Black

• Two-toned Matte Black and Natural Aged Brass finish

• E26 Medium Base lamps (not included} Shown with LED G25 lamps

10022BKNAB 

Bath Vanity 

C 

DIMENSION 

8.75"W x l 5.5"H x l 7.75"Ext. 

11 .5"Lx l l .5"W x 5.75"H 

1 9 .25"W x 9 .5"H x 9"Ext. 

30.75"W x 9.25"H x 9"Ext. 

l 5.75"L X l 5.75"W X 8.75"H

10020BKNAB 

Flush Mount 

B 

HCO Additional Info. 

11.5" 0 

2.5" 0 
2.5" 0 

BL4E26G25WT120V30 
Max Wattage: 4 

10023BKNAB 

Bath Vanity 

D 

Finish: Black {BK) Natural Aged Brass {NAB) 
68 









































A 

B 

C 

88831 BK, CHL, NAB, SN 
Ceiling Fan 

A 

88834 BK, CHL, NAB, SN 
Ceiling Fan 

C 

ITEM# LAMPING 

88831 ! 18W PCB LED 3000K (lnte.) 

88833 • 18W PCB LED 3000K {lnte.) 

88834 ! 18W PCB LED 3000K {lnte.) 

WOODWIND 
• Finish Options/Blades: Black/Dark Walnut, Satin Nickel/Greywood, 

Natural Aged Brass/White Wood, Charcoal/Driftwood 
• DC Motor 
• 6 fan speeds and reverse function
• Light Kit Cover Plate Included
• Fan Control Included: FCT8883WT

• Remote Control• Fan Rod Adapter

• Light Kit Cover Plate Included

88833 BK, CHL, NAB, SN 
Ceiling Fan 

B 

Energy Information at High Speed 

ITEM# Airflow Electricity Use Airflow Efficiency 

(excludes lights) 

88831 4350 CFM llW 231 CFM /W 

88833 6876 CFM llW 231 CFM /W 

88834 7766 CFM llW 231 CFM/W 

LUMENS 
DIMENSION CRI INIT. DEL. Additional Info. 

52"W x 14.S"H • 80+ 1973 • 810 IG•
72"W x 14.S"H j 80+ 1973. 810 le• 
80"W x 14.S"H \ 80+ 1973. 810 le• 

Finish Options: Black {BK) Charcoal Bronze ( CHL) Natural Age Brass (NAB) Satin Nickel {SN) 

w�·
88 
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SELENE
Curved elements are accentuated in this classic fan interpretation. Plywood blades offer 
reversible finish options that extend style choices. An additional cover plate is included if the 
light kit is not needed. Available in Matte Black with Black/Walnut fan blades, Satin Nickel 
with Silver/Distressed Wood blades, or Matte White with Matte White/White Oak blades. 



Energy Information at High Speed 

ITEM# Airflow Electricity Use Airflow Efficiency 
(excludes lights) 

88841 4414 CFM 24W 137 CFM / W 

• Satin Nickel with Driftwood/
Silver blades 

• Black with Walnut/Black blades 

• Matte White with White/White 
Oak blades 

-

88841 BK, SN, WT 
Ceiling Fan 

A 

LUMENS 

SELENE 
• Finish Options/Blades: Black with

Walnut/Black blades, Satin Nickel with
Driftwood/Silver blades, Matte 
White with White/White Oak blades 

• DC Motor
• 6 fan speeds and reverse function
• Light Kit Cover Plate Included 
• Fan Controller Included: FCT8883WT

• Remote Control• Fan Rod Adapter

• Light Kit Cover Plate Included

ITEM# LAMPING DIMENSION CRI INIT. DEL . Additional Info. 
A 188841 i 24W PCB LED 3000K (lnte.) 52"W x 16.75"H 80+ 2547 1741 ! • • I 

Finish Options: Black (BK) Satin Nickel (SN) White (WT) 



































































CRISP 
High performance and high in style, the Crisp is constructed like a surface mount that can install into a 
variety of 4-0 junction boxes while designed with a recessed appearance. The fixtures almost impossibly 
slopes into the junction box with snap in trims in a variety of styles. Purchase the mud-in ring assembly kit 
and you can opt for a trim-less design. Not only good-looking, each unit also delivers over 1000 lumens 
providing ample lighting. With its concave design, the light source is obscured from the finished ceiling 
surface thereby reducing glare. Available in warm 3000K single CCT or SCCT selectable with an 
accessible switch behind the faceplate so you can set you preferred light temperature 
without removing the light from the junction box. 

• Die Cast Aluminum Construction

• Round or square trims in either White or 

two-tone White with Black baffle

• 1000 lumens delivered

• Dimmable 3000K or 5CCT Select Models 

• Mount on 4" octagonal or remodel junction box

• Suitable for use in closets when installed in 

accordance to NEC® Section 410.16 (A)(1)

and 410.16 (C)(1)

• Title 24 JAB-2022 Listed 

• 

A 

8 

ITEM# 

87661 

87663 

87661 BK, WT 
Recessed Downlight 

A 

LAMPING 

12W AC LED 3000K (Integrated) 

12W AC LED 2700-5000K (Integrated) 

MSC87663 

( 

MSC87663WT 
Mud-In Ring 

87663 BK, WT 
Recessed Downlight 

B 

LUMENS 

DIMENSION CRI INIT. DEL. Additional Info. 

3.75"W x l .25"H 90+ 1150 950 ••&(, 
3.75"W x l .25"H 90+ 1150 950 ••&(,. 
3.75"Wx .5"H 

Finish Options: Black (BK) White (WT) White/Black (WTBK) 

123 I 

TRIMLESS APPLICATION



WITH TRIM



SWINGER 
Inconspicuously recessed within its cylindrical house, an extending arm transforms this surface 
mounted light fixture into an adjustable spotlight. Simply unthread the top half along the seam 
to extend the frame length and swing the fixture into position. Twist the lens on the face of this 
fixture to adjust its beam angle spread. Available in Black and White and two apertures that 
include a mud-in ring for an even cleaner installation. 

• 3" and 5" aperture housings
• Twist-lock cylinder housing reveals a swing arm 
• Beam Angle adjust lens on fixture's face
• Available in Black and White
• 120-277V Range Voltage Input
• 3-in-1 universal dimming: Triac/ELV at 120V or 0-1 0V dimming

• 

86240 BK, WT 
Flush Mount 

A 

86242 BK, WT 
Flush Mount 

B 

LUMENS 

125 I 

ITEM# LAMPING DIMENSION CRI INIT. DEL. Additional Info. 
A 86240 

B 86242 

12W DC LED 3000K (Integrated) 5.25"W x 3.25"H 90+ 1200 

1 aw DC LED 3000K (Integrated) 5.25"W x 4"H 90+ 1800 

Finish Options: Black (BK) White (WT) 

1030 •• "'' 

1790 e. l, 

Directional Light and
Adjustable  Beam Spread

/ 

/ 

Mud-in ring 



A 

B 

MINT 
With a clean appearance and uniformly diffused light, this fresh take on a classic flush mount just 

got better. Flat topped, with a round form, these fixtures cast light in a wider omnidirectional 
disposition. Ideal for use in corridors, bedrooms, offices, and many other commercial or residential 

settings. There is a 5-CCT selectable toggle switch easily accessible behind the polycarbonate 
lens allowing you to set different color temperatures either during or after installation. 

ITEM# LAMPING 

57551 18W LED 2700-5000K (lnte.) 

57552 30W LED 2700-5000K (lnte.) 

Finish: White(WT) 

57551WT 

Flush Mount 

A 

57552WT 

Flush Mount 

B 

DIMENSION 

l 3"L X l 3"W X 2.75"H

1 5"L x 15"W x 2.25"H 

• Round White Polycarbonate LED lens with square edge

• 5-CCT Switchable between 2700K and 5000K 

• 120-277V Range Voltage Input 

• 3-in-1 universal dimming: Triac/ELV at 120V or 0-10V dimming

• cETLus & FCC Compliant

• JA8 Title 24 Listed

• 5 year warranty

LUMENS 
CRI INIT. DEL. Additional Info. 

90+ 1600 1500 ••l,oo• 
90+ 2230 2100 ••l,oo• 







WORKSHOP 
Slim and modern in design, the Workshop strip light is made for commercial and industrial 
applications. Ideal for stairwells, hallways, utility rooms, storage, garage structures, offices 
or Shop lighting applications. With an integrated 4CCT Select switch, toggle between 
3000-S000K. Not just CCT Selectable, this model features a wattage selectable switch 
allowing you to control the brightness of a space and its electrical usage. The aluminum 
housing is anti-corrosive and powder coated in a neutral white finish to be offer abundant 
illumination with a subtle appearance. 

• White Finish body with Frosted Acrylic lens
• IP44 Damp Locations 
• Beam Angle: 130° 

• Easily accessible Snap on and off construction
• 4-CCT Selectable: 30-35-40-50K
• Wattage Selectable Driver Options: 30-40-50W 
• 120-277V, 0-10V Dimmable
• Surface mount into 3-0 or 4-0 junction-box
• Optional 9' suspension kit available
• cETLus & FCC Compliant
• DLC Premium Listed
• JAB Title 24 Listed
• 5 year warranty 6 

57526WT 

Flush Mount 
B 

57525WT 

Flush Mount 
A 

LUMENS 
ITEM# LAMPING DIMENSION CRI INIT. DEL. 

A 57525 40/30/20W LED 3000-5000K (lnte.) 48"L x 3"W x 3.25"H 90+ 5200/4000/2600 4200/3200/2100 

B 57526 40/30/20W LED 3000-S00OK (lnte.) 48"L x 3"W x 3.25"H 90+ 5200/4000/2600 4200/3200/2100 

Finish: White(WT) 

12e I 

Additional Info. 
A� 'ltl.B/Jiii,\ 0-lOV 
W 'llliP \..", ' V 9 Dimmable 

••l,oo•



VAPOR TIGHT 
The Vapor Tight light fixture is constructed for any environment. With an integrated 4CCT Select switch, 
toggle between 3000-S000K. Not just CCT Selectable, this model features a wattage selectable switch 

allowing you to control the brightness of a space and its electrical usage. Ideal for commercial and 
industrial applications such as garage facilities and stairwells, this product is both vandal proof and 

constructed for installation in harsher climates. 

• Classic Dark Gray body with PMMA frosted lens 
• IP65 Wet Location
• Beam Angle: 130° 

• Anti-corrosive plastic injection non-rust housing with internal 
metal heat sink and stainless steel mounting clips

• Easily accessible Snap on and off construction
• 4-CCT Selectable: 30-35-40-50K
• Wattage Selectable Driver Options: 30-40-50W
• 120-277V, 0-10V Dimmable 
• Surface mount into 3-0 or 4-0 junction-box 
• cETLus & FCC Compliant 
• DLC Premium Listed 
• NSF Rated for food environments
• JA8 Title 24 Listed 
• 5 year warranty 

57535WTDG 

Flush Mount 
A 

LUMENS 
ITEM# LAMPING DIMENSION CRI INIT. DEL. Additional Info. 

A 57 535 j 50/40/30W LED 3000-5000K (lnte.Ji 48"L X 4.5"W X 3.5'H 90+ i 6500/5200/3900 j 4200/3200/2100 i G � \,.� • @ • ���able 
Finish: White{WT) Dark Gray (DG) 

w�·
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CLOUD 
With a clean appearance and uniformly diffused light, this fresh take on a classic just got better. 
The rectangular forms are ideal for use in utility rooms, restrooms, offices, and many other 
commercial or residential settings. There is a 5-CCT selectable toggle switch easily accessible 
behind the polycarbonate lens allowing you to set different color temperatures either 
during or after installation 

• Rectangular White Polycarbonate LED lens with square edge

• 120-277V Range Voltage Input

• 3-in-1 universal dimming: Triac/ELV at 120V or 0-1 0V dimming

• 5-CCT Switchable between 2700K and 5000K

• Multiple LED array for uniform illumination

• Driver included

• 5 year warranty 

ITEM# LAMPING 

A 57532 15W LED 2700-5000K (lnte.) 

B 57534 30W LED 2700-5000K (lnte.) 

Finish: White (WT) 

131 w�·

57532WT 

Flush Mount 

A 

DIMENSION 

24"L x 5.25"W x 2.5"H 

48"L x 5.25"W x 2.5"H 

57534WT 

Flush Mount 

B 

LUMEN$ 
CRI INIT. DEL. 

90+ 1400 1200 

90+ 2630 2250 

Additional Info. 

etwl,oo• 

etwl,oo• 



5K "W /3PO" 
LED Under Cabinet Lighting 

This adjustable under cabinet light allows for a wide range of illuminated area regardless of installation 
location. The fixture features a field-adjustable CCT selectable switch allowing you to toggle between 
five different color temperatures. Direct the light source where it is most needed on the counter using 

the gimbal, the LED 5-Complete promises ultimate flexibility without compromising performance. 

Features: 

• Gimbaled LED light source allows you direct the light where needed

• 5CCT Select: 27-30-35-40-50K 

• Aluminum Construction

• Available in White and Bronze

• Linkable end-to-end or with use of Interlink 4 connecting cables 

• Matte White Polycarbonate Lens 

• 120V AC Input 

• Surface mount ultra-low profile

• 35,000 hour Rated Life 

• 12 AWG wire to 3PO 

• cETLus Listed for Dry locations 

• Title 24 JA8 Listed 

• Suitable for use in Closets per NEC 410.16 

A 

8 

C 

D 

ITEM# 

UCL-89864-3PO 

UCL-89865-3PO 

UCL-89866-3PO 

UCL-89867-3PO 

LAMPING 

1 OW LED 2700-5000K (lnte.) 

13W LED 2700-5000K (lnte.) 

15W LED 2700-5000K (lnte.) 

19W LED 2700-5000K (lnte.) 

DIMENSION 

18"L x 3.5"W x l"H 

24"L x 3.5"W x 1 "H 

30"L x 3.5"W x 1 "H 

36"L x 3.5"W x 1 "H 

Finish Options: Bronze (BZ) Satin Nickel (SN) White (WT) 

UCL-89864 BZ, SN, WT-3PO 
LED Under Cabinet 

A 

UCL-89865 BZ, SN, WT-3PO 
LED Under Cabinet 

B 

UCL-89866 BZ, SN, WT-3PO 
LED Under Cabinet 

C 

UCL-89867 BZ, SN, WT-3PO 
LED Under Cabinet 

D 

LUMENS 
CRI INIT. DEL. Additional Info. 

90+ 1200 930 iG•l,. 
90+ 1560 1150 !G • l, • 
90+ 1800 1420 l••L,• 
90+ 2220 1730 l••L,• 

COUNTERMAX
™ 

132 







LMXCAT2406-I 

L I G H T I N G

Maxim Lighting International 253 
North Vineland Avenue City of 
Industry, California 91746 USA 

General Info: 626.956.4200 
Customer Service: 800.486.2946 
General Fax: 626.956.4226 
Email: info@maximlighting.com 
Web: maximlighting.com 
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