
Made  in China Fabrique en Chine Hecho en China

57593

Chip 7" LED Flush Mount

 Lamping | Ampoule:1 x AC LED 12W ( Included )
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GENERAL 120V

reach of children.
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Before getting,started,ensure the package
contains the following components:

Antes de comenzar, asegurese de que el paquete
contenga los siguientes componentes:

Avant de commencer, assurez-vous qu le
paquet contient les composants suivants:
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3 Inch/4 Inch Junction Box

Mounting Plate

8#-32 Junction Box Mounting Screw

Fixture

 

3 Inch/4 Inch Junction Box

Mounting Plate

8#-32 Junction Box Mounting Screw

Fixture

For57597
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1: Shut off power at the fuse box or circuit breaker box and remove the old fixture including the mounting hardware.

2: Carefully unpack your new fixture and lay out all the parts in a clean area. Take care not to misplace any
small parts necessary for installation.

3: Attach mounting plate to outlet box (not included) using the outlet box screws provided.
For 57597, attach support cable to the slotted holes on mounting plate, and carefully allow support cable to
support the weight of the fixture while wiring.

4: Pull the power supply wires out from outlet box. Connect the black supply wire to the black fixture wire using
wire nut. Connect the white supply wire to the white fixture wire using wire nut. Connect the fixture ground
wire and the supply ground wire together using wire nut. Wrap all wire connections with electrical tape for a
more secure connection.

5: Select desired LED color temperature by using the switch of luminaire situated on canopy.

6: Raise the fixture body and align the tab to the clamping position of the mounting plate. Push upward
and rotate to install until tightening.
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GENERAL COMPATIBILITY

IMPORTANT!

© 2023 MAXIM LIGHTING

57593 

VERIFIED LIST OF TESTED DIMMERS  

https://www.maximlighting.com/led-dimmer

Only at 120VAC
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